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Abstact: The culture of a place can be understood by
analysing its architecture and vice versa. Each place has a
unique culture and hence a unique architectural style.
Vernacular architecture is a perfect example for displaying the
culture of that place, as it is built based on the culture of that
place. However, the culture of a place can be changed or altered
when it comes in contact with another culture. The degree and
dominance of one culture over another, purely depend on the
sextent to which both the cultures have acculturated. Hence,
vernacular architecture which isa reflection of culture also hasa
natural tendency to change and to accommodate changes and is
flexible, adaptable and hence sustainable. There are many
factors that lead to a cross-cultural composition like trade links,
colonisation, and westernisation etc. among which colonisation
plays a major role in the creation ofa new culture in the coastal
stretch of India. Goa is one such perfect example where cross-
cultural miscegenation is seen due to Portuguese colonisation.
This paper aims in understanding and evaluating the cross-
cultural amalgamation which is reflected in Indo-Portuguese
houses through a study and analysis of four case examples in
Goa using space syntax.

Index  Terms.Architecture, Colonisation, Cross-Cultural
miscegenation, Cultural amalgamation, I ndo-Portuguese houses,
Space syntax.

l. INTRODUCTION

The reflection of the culture in a house can be understood by
anaysing the tangible aspects in it like the spatial
configuration or the spatial layout or the spatial sequence in
that house. The spatial configuration or spatial layout of a
house is based on the activities that are performed in that
house which in turn is a reflection of their behavioural
pattern (Thungsakul, 2001). Spatial configuration study is
hence one of the most important ways to analyse the culture
of aplace asit directly displays the relationship between the
spaces within a house and about the spatial sequences
followed in that house (Maina, 2012). The layout of the
building displays the ordering of the spaces and their
relation to the surrounding natural and built environment
(Rapoport, 1969).
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This leads to an understanding of the cultural significance of
the place or the society by analysing the architectural
elements which symbolicaly convey meanings and its
treatments (such as position and size of doors, windows,
ornamental details etc.) in the building
(Bandyopadhyay,2008). The traditional vernacular houses of
Goa display their strong cultural character with introverted
planning, small or no openings towards their street, separate
spaces for women and a Pooja space displaying their strong
religious belief system. However, this style of houses started
to vanish and a new architectural style called the Indo-
Portuguese style started to gain its popularity around the
middle of the 18th and 20th centuries.

The impact of Portuguese on Goa is very huge that
it is hard to say that Goa belongs to India.The arrival of
Portuguese in Goa in 1510had brought a change in the
religion of natives by converting them to Christians and the
change reflected intheir culture (Pearson, 2008).Religious
conversion played a major role in the upbringing of this new
style. The converted Christians adopted the new style
primarily, followed by some of the Hindus. However, the
degree to which the Christians and Hindus adopted the new
style differed (Pandurang, 2003). The introverted house
plans, converted into extroverted plans but with a varying
degree based on their religion, thus resulting in a unique
cross-cultural composition. Portuguese culture influenced
the art, architecture, culinary habits, food, dressing style
etc., and resulted in the creation of a new style (Teixera,
1990). The inmates also accepted it as a replacement for
their traditional vernacular style. By analysing the spatial
configuration of Indo-Portuguese houses, degree of cross-
cultural integrity can be understood.

1. RESEARCH FOCUSAND METHODOLOGY:

The research focusses on evaluating the cross-
cultural amalgamation in Indo-Portuguese houses. For the
purpose,four houses are selected, documented and studied in
detail from the Old Quarter area, which consists of four
wards namely, Sao Tome, Fontainhas, Mala and Portais,
which are bounded by the Ourem creek on the east, the
Altinho hill on the west, the Mandovi River on the north and
the rest of the Panjim city on the south. The houses were
analysed based on the details collected from the literature
study, field study, observation and interaction with the
inmates. Space syntax was used as aguantifying tool for
analysing the spatial configuration of the houses, through
which the cross-cultural amalgamation can be understood.
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1. SPACE SYNTAX:

Space syntax is a tool used to quantify the spatial
configuration in a building and their underlying social logic
behind it (Hillier, 2005). A set of buildings from the same
culture, society etc, following similar social norms, values
etc., will have similar values. Through space syntax
calculations one can understand the depth of the overall
building, the pattern of spatial organisation in the building,
the degree of influence exerted by each space in the building
and to understand the most integrated space and the least
integrated space in the building (Hillier, 2009). Hence by
comparing the values obtained from space syntax, one can
understand the underlyingintangible aspects ofarchitecture,
by which their cultural pattern can be traced.

V. INDO - PORTUGUESE HOUSESIN PANAJI,
GOA:

Indo-Portuguese houses in Goa have a perfect blend of both
Portuguese and Indian architecture and the perfect example
for cross-cultural miscegenation. The extroverted planning
with balcoes, verandas and balcony, unlike the traditional
introverted plan, display their western culture, while the
separate domain for the women and the presence of Tuls
Vrindavan in the house reveals the Indian culture in it.
These houses aso adapt well to the climate of Goa, by
employing various techniques like providing a small gap
near the roof for ventilation. These houses were initially
either owned only by the Indians who were converted
Chrigtians or by the Indians who worked under the
Portuguese administration or by the Indians who were
married to people belonging to Portuguese origin etc. The
Portuguese treated the Christian converts equally and gave
them higher posts in society. This increased the number of
religious conversions and the converted Christians started
accepting the culture of Portuguese as their way of life
(Pandurang, 2003). It was later also owned by Hindus who
held high positions in the Portuguese government
(Nadkarni, 2003). Thus, the spatia configuration of their
houses reflects their religious and cultural differences.

The settlement planning was based on the hierarchy
of the official’s cadre, unlike the hierarchy of caste systems
in vernacular architecture. The officials belonging to higher
rank resided at an elevated area while the people belonging
to lower cadre resided at a lower level. The streets were laid
in a meandering pattern, based on the topography of the area
and eventually opened up into a square, which was formed
based on the topography of the area or the location of a
grotto, church etc. further enhancing communa bonding.
The houses werebuilt very close to one another and even
had shared walls in many places, displaying their strong
communal bonding.

The Indo-Portuguese Hindu houses incorporated
Portuguese characters in their houses but did not cut
themselves from their cultural and religious roots. They still
followed an introverted plan with the spatial layout based on
privacy concerns.The Indo-Portuguese Hindu houses have
no openings facing the street and are devoid of balcoes and
bal conies, unlike the Christian houses.The houses are placed
in such a way, that the main door of each house does not
face the main door of the house located opposite to it
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(Nadkarni, 2003).The hierarchy of spaces are in the order of
semi-private to private zones and are clearly
demarcated.Women are given utmost privacy and outsiders
are not allowed to enter the women’s zone in Indo-
Portuguese Hindu houses. The women’s zone consists of
spaces like kitchen, dining and backyard spaces. On the
contrary, the Christian houses are extroverted and women
are allowed to move freely within the house. Both the
houses have a worshipping space within the house. The
Hindu houses have a Pooja space in the dining area, which
is considered very sacred and have accessibility only for
inmates and certain guests. They have two dining aress,
which are used for specific purposes. The Christians have an
altar, which is present in the living area or in the dining area,
asthey believe in communal prayer.

V. SAMPLE SELECTION AND DESCRIPTION:

Samples are selected randomly based on the typologies as
the Indo-Portuguese house with courtyard (typology 1)and
Indo-Portuguese house without courtyard (typology 2). Two
samples are selected from each typology thus having a total
of four samples. All the selected samples belong to the late
18th and early 19th century and are hence more than 200-
250 yrsold.

SAMPLENoI
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Fig.1: Map showing the location of samples

VI. EVALUATION OF SPATIAL SEQUENCE:

For the purpose of evaluating the spatial configuration of a
house by using space syntax as a tool, the following aspects
are to be calculated.The depth values of al the spacesin a
building — in order to know whether the overall system is
deep or shalow i.e, whether the spaces are arranged linearly
or clustered. Composition or distribution of spaces in a
building — in order to understand the scale of symmetricity
in buildings and to know the range of the spaces from most
integrating to least integrating into a system. The character
of individua space, the force exerted by a space in the
system.
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A. Depth values:

The first step involved in space syntax is the formulation of
an access graph. Space codes are allotted for each space and
are denoted as circles and the access to it are denoted by
lines. This graph is further converted into J-Graphs or
accessibility diagram. In J-Graphs, any one space is taken as
reference and the rest of the spaces are arranged in a
sequential pattern above it in levels, L (Oswald, 2011). The
level from which the reference space starts is 0, and the
spaces connected to the referencewill be at different levels
starting from level 1. Through this graph, the total depth, TD
of the building can be calculated. The Total Depth of a node
or reference is nothing but the total number of connections
between a node and every other node in the set, multiplied
by its corresponding level. If there are X levelsin abuilding,
then TD can be calculated as,

TD = (0*n0) + (1* nl) + (2* n2) +...(X* nx)..Formula 1,
where K, is the total number of spacesin a building and nx,
isthe total number of nodes or spacesin a building.

The Mean depth, MD is nothing but the average degree of
depth of anodein J-Graph and is calculated by;

TD
.......................................... Formula 2.

The lower the value of MD of space, the more easily it is
accessible within the building and vice versa.

B. Composition or distribution of spacesin a
building:

In order to find out how each space is connected to the other
spaces in the system, so as to know, which space integrates
the whole system and which space is left isolated, the
Relative Asymmetry, RA is calculated. By using the MD
values, RA values are calculated.

RA = 2(1;0;1)
RA values are normalised with respect to their relative depth
and hence has a range of values, between 0.0 to 1.0. Since
RA values depend on the spatial arrangement of spaces, the
relative depth, and also on the size of the system, i.e. no.of
spaces.It can be used to compare buildings having the same
total number of spaces. If K vaues differ widely in the
samples, then Real Relative Asymmetry, RRA is calculated.
RRA is the ratio between RA and a Dk which is a common
factor that is based on the size of the system. RRA is
calculated by

RA

RRA= — ., Formula 4.

Dk factor for a K can be calculated using Hillier and
Hanson’s table.

A higher RRA value indicates that space is more isolated
while lower RRA values indicate that space is more
integrated with the other spaces. By analysing the RRA
values of al the spaces in the house, a spatia pattern by
which they have arranged the spaces can be found. If al the
samples have a similar set of patterns then the cultural
background of the building can be traced.

......................................... Formula 3.

C. Thecharacter of individual space, the force
exerted by a spacein the system:

The Control Value, CV, of asystem, helpsin finding out the
degree of influence exerted by a space in the whole system
and helps in understanding the spaces that play a major role
in controlling the overal system. It is calculated by
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implementing the following steps. The total number of
spaces that are connected to a node, C, is calculated. Each
gpace that is connected with the node, imparts a control
value, CVe, that is shared to that node with a value of 1/n of
itstotal control value and henceis calculated by the formula,
CVe=1/Cofthatspace...............ceevennnnn. Formula 5
Thus the CV of a node or reference is nothing but the total
number of shared control values of al the spaces that has a
connection with that node or reference (Paul, 2011).

VII.  SPATIAL CODESFORALL THE SPACES
INTHE SAMPLES:
Spaces L egends
Exterior Ext
Living Li
Passage 1 Pl
Passage 2 P2
Guest Bedroom GBd
Bedroom Bd
Pooja Po
Praying space Pr
Diningl D1
Dining 2 D2
Store S
Kitchen 1 Kil
Kitchen 2 Ki2
Backyard BY
Bath/Toilet Bt/T

A. Sample No. 1

The selected sample 1, atwo-storied structure belonging to a
Chrigtian family, which is located in the Sao Tome area is
identified as one of the case examples for typology 1 (Indo-
Portuguese house with Courtyard).The house is entered
from a passage which has a flight of stairs to reach the first
floor and has an entry to the guest bedroom. The passage
then leads to the living room which has the master bedroom
on one side and the dining spaces on the other side. The altar
space or chapel is aso present in the living area. The dining
opens out to the store, the kitchen and a courtyard. The
bath/T oilet space opens out from the dining area.
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Fig.2: Plan of Sample No.1b. J-Graph of Sample No.1

The various values related to the spatial configuration are
calculated using the formulae 1, 2, 3,4 and 5 (as tabulated in
the table below).

SNo|Sample No.1|Ext|P|L|GBd|Bd|D[Ch(S|K [C|Bt/T| TDn | MDn | RA | RRA
1 Ext 0112] 2 | 3]3|3(5{4]4] 4 | 31 |3.100|0.467| 1582
2 P 1(0[1] 1 [2]2]2]4{3|3| 3 | 22 |2.200(0.267|0.904
3 L 2110] 1 [1)1]13]|2]2| 2 | 16 |1.600|0.133| 0.452
4 GBd 2111] 0 |1]2]|2(43]3] 3 | 22 |2200]0.267| 0.904
5 Bd 31211 1 10(2[2]43|3] 3 | 24 |2400|0.311] 1.055
6 D 312/11 3 |2(0f2]2{1|1| 1 | 18 |1.800{0.178] 0.603
7 Ch 312|1] 3 12]2|0(4]3]3] 3 | 26 |2600|0.356] 1.205
8 514/3] 5 | 4(2[4]0]1[3] 3 | 34 [3400[0533|1.808
9 41312] 3 |3(1]3(1|0(2] 2 | 24 |2400]0.311) 1.055
10 C 41312] 4 | 3(1)313|2(0] 2 | 27 [2.700]0.378) 1.281
1 BT 41312] 4 |3(1)313|2(2| 0 | 27 |2.700]0.378] 1.281
271 [27.100{3578]12.128
MEAN 24.636| 2464 [0.325( 1.103

Table 1. Calculation of depth and integration values for

Sample. No.1
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SNo|Sample No.1|Ext|P|L |GBd|Bd|D|Ch|S|K |C|Bt/T|NCn| Cve | CV
1 Ext 0|1(0/ 0 | 0{0]0]0[0|0] O | 1 |2.00]0.33
2 P 110j1] 1 |o|of[0o]ojofo] O [ 3 | 033|153
3 L 0|10 1 |1{1]1]0/0|0] O | 5 |0.20]242
4 GBd 0|11/ 0 | 1{0]0]0j0|0] O | 3 ]0.33]1.03
5 Bd 0]0{1] 1 ]0(0{0]0[0|0] O | 2 |0.50]053
6 D 00{1] 0 |0f0jO]JO[1{1] 1| 4 ]025]270
7 Ch 0|0[1] 0 |0(0]0]0[0|0O] O | 1 |1.00]0.20
8 S 00[0] 0 |0(0]0]0[1{0] O | 1 |1.00]0.50
9 K 00[0] 0 |0f1]0]1{0|0] O | 2 | 050|125
10 C 00[0] 0 |0(1]0]0[0|0] O | 1 |1.00]0.25
11 Bt/T 00[0] 0 |0f1]0]0[0|0] O | 1 |2.00]0.25

11.00

MEAN 1

Table 2. Calculation of control valuesfor Sample. No.1

The low depth value for the living, dining, passages and
guest bedrooms proves that these spaces are easily
accessible from all the spaces in the house and have high
control value, as they integrate the semi-private areas with
private areas. High depth values for kitchen, store and
bath/Toilet spaces showcase that these spaces are isolated
from the rest of the spaces in the house, as they are either
service spaces or private spaces. These spaces aso have low
control values as these spaces have specific activities and
hence also do not branch out to other spaces. The Chapel
space has an intermediate value in the scale, because it is
present in the living room but does not impart any value to
the other spaces in the house. The courtyard space is located
at the rear end of the house and is accessed only from the
dining space, unlike the traditional vernacular architecture
of Goa and hence has a low control value. The courtyard
connects the spaces of the house with the outdoor visually
and not physically and hence the high depth values and low
control values.

B. Sample No.2:

The selected sample 2, a single-storied structure belonging
to a Hindu family, which is located in the Mala area is
identified as one of the case examples for typology 1, (Indo-
Portuguese houses with courtyard). The planning of this
house is based on the Traditional Hindu house with a central
courtyard. All the spaces are located around the courtyard as
in a traditional Goan house, but still adopts certain elements
from the Portuguese architecture like the presence of
openings in the periphery of the building and the facade
detailing etc. The details in the doors and windows are also
minimal when compared to other houses but strictly adhere
to the rule of following colour codes in the buildings. A
strict demarcation between the men and women spaces and
also between semi-private and private spaces can be seen.
Two Kitchen and Dining area are present in this house for
different purposes. A well is located in such a way that it
can be accessed from both the kitchen and bath areas.
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SNo|Sample No.2|Ext|L [P1|Bd1|Bd2|C|FD|P2|K 1{D2|Po|S|K |Bd3|B/T|BY[NCN|CVe| CV

1 Ext 0[1lo{o]ofolofolofo]ofofo] o o]o] 1 [100]050

2 L 1/o{1{o{o]o]ofojo]ofofolof o] o]0 2 |050]125

3 P1 of1fo{o]o1[1]2]ofo]ofofo] o|0o]o] 4 025120

4 GBd [ofojofo{o]ol1]olo]ofofoof o] oo 1 [100]0.20

5 Bdl1 [ofofolofofof1]ofofofofojofofo]o] 1 ]r00[0.20

6 C ofoj1{o]ofo[1f{2]1]o]ofojo] of0|o0] 4 025120

7 D1 ofof1{ 1] a1fofol1]o]ofofo] o|o]o] 5 [0.20]3.00

8 P2 ofof1{o]o1fofol1]1]ofofo] ofo|o] 4 [0.25]133

9 K1 ofojojo]of1fofolofo]ofofo] o|1]o0] 2 [050]075

10 D2 ofojojo]ofolof2]ofo]1ftfo]o|0o|o0] 3 [0.33[175

11 Po ofojo{o]ofolofolof1]ofofo] 1 |0]0] 2 [050]133

Bining? (52) 12 S 0fofolo]ofo]ofofofa1]ofojof1]0]0] 2 [050]133
13 K ofojo{o]ofolofolofo]ofifo] o|o|o] 1 [100]050

14 B2 [ofofofo|ofofo]ofofofoftfof ofo0]0] 1 |ro0f050

15 BIT ofoJo{o]ofolofol1]o]ofofo] o|o]1] 2 [050]150

16 BY ofoJo{o]ofolofolofo]ofofo] o 1]o] 1 [1.00]050

Store (5) 1705
MEAN 1.07

Living (Li) Bedroom 2 (Bd2)
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Fig.3: Plan of Sample No.2 b. J-Graph of Sample No.2

The various values related to the spatial configuration are
calculated using the formulae 1, 2, 3,4 and 5 (as tabulated in
the table below).

SNo| Sample No.2[Ext|L [P1[Bd1[Bd2]C[FD[P2]K 1]D2[Po[S[K |Bd3[B/T[BY] TDn [MDn[RA[RRA
1] et Jofuf2] 4] 4(3|3]3][4]4]5]5[6]6]5]6][6100]407|044[LT5
2] L Jafo[a] 3]s [o[2]2][3]3]4]a[s] 5] 4]5][47.00[313]030[ 121
3] p [2[afo]2]2{a|1|e][2]2]3]3[4] 4]3]4][3500]233]019[076
4| oBd [4afs[2]of2]21]3][2]4]s5][56] 6] 3][4]5200]347]035]140
5] Bdt [4[3[2]2]o2[1]3][2]4]5]s[6]6]3]4][5200]347]035]140
61 C [3[2{a]2]2foft|e]1]2]3]3[4] 4]2]3][3400]227]018072
7] o1 [3[e[a] 1] a[afo2[1]3]a]a5] 5] 2]3][3800]253]022[087
8] P [3[2{1]3]3[s|2fo[1]1]2]2[3] 3] 2]3][3200]213]016]065
o k1 [4[3[2]3]3[1]2]2][o]3]a]a[s] 5] 1]2[4400]293]028]110
0| 02 [4]3]2]4]4]2[3]1]2]0fx]t]2] 2] 3]4]3800]253(022] 087
ul po [slafs]5]5][3[4]2][3]1]o]o[3] 1 ]4]5]5000]333]038]133
2 s [s5]43]5]5][3/4]2]3]1]2[o[3] 1] 4]5]5000]333[033] 133
1B K [6]5]4] 66 4/5]3]4]2[3[t|o] 456 |6400]427[047]186
| Bd2 [6]s]4]6]6]4f5[3]4a]2]3[t]4] 0]5]6[6400]427[047]186
15 Bm [5]4|3]3]3]2/2]2]1]3[4[4[5]5]0]1]4n00]313]030] 12
6] BY [6]s[4]4]4]3][3[3]2]4]s5[5[6] 6] 1]0]6r00]407[044[175

769.00[51.27/5.04[20.07

MEAN 4806320 [031[ 125

Table 3. Calculation of depth and integration values for
Sample. No.2
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Table 4. Calculation of control valuesfor Sample. No.2

The tables show that the house has a clear demarcation of
semi-private, private and the most private spaces based on
their depth values. The passages, courtyards, living and
dining spaces have low Depth values while the bedrooms,
kitchen and Pooja have high depth values, as the former
spaces are semi-private in nature while the later spaces are
private spaces respectively. The values prove that the dining
space for the guests is located at very close proximity from
the exterior and is also well connected with spaces like guest
bedrooms, courtyard and living areas. The high control
value for the semi-private spaces proves its connection with
the most private parts of the house like the kitchen, Pooja,
store and bedroom3.

C. Sample No. 3:

The selected sample 3, atwo-storied structure belonging to a
Chrigtian family, which is located in the Sao Tome area is
identified as one of the case examples for typology 2 (Indo-
Portuguese house without Courtyard). The house is located
near St.Sebastian’s Chapel. The house does not have a
balcao or a veranda, as they belong to the 18th century. The
ground floor of the house is used as a garage. The entry to
the house is through a passage, from which one enters the
living area. The altar space islocated in the living area. The
living area opens out to the dining and to the Guest
bedroom. One of the most noticeable features of Portuguese
architecture is the connecting door between the guest
bedroom and the master bedroom. The dining opens out to
the master bedroom on one side and the store on the other
side. A passage from the dining, connects the backyard,
kitchen and the Bath/Toilet space. The layering of spaces
based on the gender and category can be seen very well in
this house.
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Fig.4: a.Plan of Sample No.3, b. J-Graph of Sample
No.3
The various values related to the spatial configuration are
calculated using the formulae 1, 2, 3,4 and 5 (as tabulated in
the table below).

SNo|Sample No.3|Ext|L [P]P1|Ch|D|{GBd|Bd|K [S|BY[Bt/T{ TDn | MDn | RA | RRA
1 Ext 012(1)4]3|3] 3 |4[5/4 5] 5 | 39 [3545]0.509] 1.786
2 L 2(0[1)2{1{1] 1 ]2]3]2] 3| 3 | 21 [1.9090.182] 0.638
3 P1 TI1]0[3]21]2) 2 |3]|4]3]4] 4| 29 |2.636(0.327| 1.148
4 P2 412|3(0] 31| 3 |2f1f2[ 1] 1 | 23 |2.091|0.218| 0.766
5 Ch 3(1[213[0(2] 2 |3]|4]3] 4| 4 | 31 [2818(0.364] 1.276
6 D JIL2[11210) 2 |1]2])1] 2] 2 | 19 |1727{0.145| 0510
7 GBd 3112{3[2]2] 0 | 1|4(3] 4| 2 | 27 |2455]0.291| 1.021
8 Bd 412131 213]1] 1 |0(3[2[ 3] 1 | 25 |2.273]0.255] 0.893
9 K 513|4[1]141]2) 4 |3]0]3] 2] 2 | 33 |3000{0.400| 1.404
10 S 4121312131 3 |2(3]0]3| 3 | 29 [2.636]0.327] 1.148
11 BY 5(3[4 1412 413|230 2 | 33 [3.000{0.400] 1.404
121 BT 51314[11412) 2 |1]2]3]2] 0 ] 29 |2.636(0.327| 1.148
338 [30.727)3.745]13.142

MEAN 28.17] 2.56 | 031] 1.10

Table 5. Calculation of depth and integration values for

Sample. No.3
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S.No|Sample No.3|Ext|L |P|P1|Ch[D|GBd|Bd|K|S|BY|Bt/T|NCn|Cve| CV
1 Ext 010f1/0/0)0] O |0O|0OjOjO ] O [ 1 [1.00] 0.50
2 L 010f1]0f1)1] 1 ]0]0j0OjO | O [ 4 [0.25 225
3 P1 1({1|0[{0]0|0[ O |Of0|0JO]| O | 2 |0.50]1.25
4 P2 0(0j0j0)Of1] O [O]1j0j1) 1 | 4 [0.25]275
5 Ch 0[1j0j0)0f0] O [0]0OJOjO] O | 1 [100[0.25
6 D 0[1]0)1)0f0] O [1]0J1] 0| O | 4 |0.25[158
7 GBd 0[1|0)0|0f0] O [1]0j0jO| O | 2 |0.50[0.58
8 Bd 010/0j{0f0)1] 1 ]0]0j0OjO | 1 [ 3 [033 125
9 K 010/0{1/0)0] O |0|OjOjO )] O [ 1 [1.00]0.25
10 S 0]0/0j0[0]1] O |0O|OjOjO] O [ 1 [1.00] 0.25
11 BY 0(0j0j1)0(f0] O [0]0JOjO) O | 1 [100f0.25
12 Bt/T 0f0j0j1]0f0] O f[1]0j0jO| O | 2 |050[058

11.75
MEAN 0.98

Table 6. Calculation of control valuesfor Sample. No.3

The table shows that the living, dining, passageway, as well
as the guest bedrooms and bedrooms, have low depth
values, as they are located in close proximity to al the
gspaces. The guest bedrooms and bedroom spaces are
connected and are placed near the living as the inmates
wanted to make sure that their guests were comfortable and
this is reflected in the syntactic data of their house. The
Kitchen, Bath/Toilet, Store, are al not connected to any
other spaces as they have a specific function and hence have
a low control value. They are aso placed away from the
semi-private and private zones as these spaces were to be
used only by the inmates. The chapel space has neither a
low depth value nor a high depth value asiit is placed in the
living room but does connect with other spaces. It hence has
alow control value.

D. Sample No. 4:

The selected sample 4, a single-storied structure belonging
to a Hindu family, which is located in the Mala area is
identified as one of the case examples for typology 2, (Indo-
Portuguese houses without courtyard). This house has a
linear plan and the spatial layout of the house is similar to a
Catholic house (living, guest bedroom and bedroom spaces
located next to each other), but is configured differently. It
has two dining and kitchen spaces as the Pooja space are
located in one of the dining space and hence is considered
very sacred. The Guest Bedroom is located next to the
Living room. Well is located in the backyard along with
Bath/Toilet and the second Kitchen.
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Fig.5: Plan of Sample No.4 J-Graph of Sample No.4

The various values related to the spatial configuration are
calculated using the formulae 1, 2, 3,4 and 5 (as tabulated in
the table below).

SNo|Sample No.4|Ext|L |P1{GBd|BD|Po|D1|D2]K1|K2|BY[BtT| TDn | MDn | RA | RRA
T Ext [O)1[2] 2 [5])3[413]5]5]4]5 | 39 [3545]0.509] 1786
2 L LIO[1] 1 [4]2]3[2[4]4]3] 4| 29 |2636)0327)1.148
3 PL | 2010) 2 [3[1]2(1]3]3][2]3 | 23 |20910.218) 0.766
41 CGBd | 2/1]2] 0 |5|3[4[3[5]5]4]5 | 39 |3545/0.509| 1786
5 Bd | 5(43[5(0(4]1]2]2]4]3]4 | 37 |3364]0473) 1659
b Po |312[1]3[4]0[3[2{4]4][3] 4] 33 |3000]0400] 1404
7 DI [ 43]2[ 433|013 [1]1] 2] 21 |2455]0.291|1.02
8 D2 32|13 ]2[2[1]0]2[2|1] 2| 21 |1909(0.182|0.638
9 KI ]5[4/3]5|2[4]1]2[0]4[3]4] 37 |3364]0473] 1659
10] K2 |5[4[3[5[2[4]1]2[4]0[3]4] 37 |3364]0473] 1659
1] BY [4[3/2] 4 [3[3]2|1[3[1[0] 1] 27 |2455]0.291]1.021
120 BT | 5[4)3] 5 [2[4[1]2][4]4[3]0 | 37 3364|0473 1.659
386 [35.091/4.618|16.204

MEAN 32.167] 2924 10.385] 1.350

Table 7. Calculation Of Depth And Integration Values
For Sample. No.4

SNo|Sample No.4|Ext|L |P1|GBd|BD|Po|D1|D2|K1|K?2|BY|Bt/T|NCn|Cve| CV
1 Ext 0(1/0[f0]0Of0O[0]0]|0O[0]J0O] O] 1100]033
2 L 1101 1[{0]0{0]{0]{0]0J0] 0] 3033233
3 P1 0J1]0] 0 j0J1j0j1]j0JOfOf O |3 |033]L67
4 GBd [O0[1/0|/ 0 |0O|0O[0JO[0O[0]|O[ 0] 1100033
5 Bd 0(0/0[0]OfO0O[1]0]0[0]J0] 01 100]033
6 Po 0(0[1{0]0f0[0]0]|0O[0]J0O] 0] 1]100]033
7 D1 0[0fj0fO|1[0f0|1]2]/0]0] 0] 3033233
8 D2 0010 ]OfO[1]0]0[O0]1] 0 3 (033100
9 K1 0(0jofO]OfO[1]0]|0[0]J0] O] 1]100]033
10 K2 0(ojofO|OfO[1]{0]|0[/0]J0O] 01 [100]033
1 BY 0J0j0j0j0j0jOj1jOf1fOf 1|3 033233
12| BT 010j0j 0 j0J0j1]0O]jOJOfOf O 1 |L00J033
12.00

MEAN 1.00

Table 8. Calculation of control valuesfor Sample. No.4

The space syntax table proves that the living, dining and
passage areas are well integrated and have many
connections from them thus having low depth values and
high integration values. The backyard also has a low depth
and high integration value as it integrates all the women area
like kitchen, store, Tulsi Vrindavan etc. The bedrooms and
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guestbedrooms, kitchen spaces etc., al have specific
functional activities and are not connected to the rest of the
house, in order to maintain privacy as per their traditional
Indian culture and hence have high total depth and mean
depth values. Thus,we can concludethat the semi-private and
the linking spaces in the house integrate well to other spaces
in the house, while the private spaces like kitchen are
isolated for privacy reasons based on their culture.

VIII. MOVEMENT PATTERN:

The role of women in societyis one of the most important
factors that differentiate culture from another. The privacy
levels and the way it is achieved helps in understanding the
cultural pattern of that society. Thus, by anaysing the
movement pattern within the house, based on gender and
activities, one can understand its spatial arrangement based
on their underlying culture. From the above analysis, we
canconclude that the spaces in the Hindu houses
followgender stratification, as women have a separate
domain of their own in all these houses and arranged
awayfrom the semi-private areasof the house. In the case of
Christian houses, women domain is present in the house
butis not as private as in the case of a Hindu housebut
positioned away from the semi-private areas.

IX. RESULTSAND DISCUSSION:

It is found from the study and analysis, that the spaces in
Indo-Portuguese houses are grouped into different
categories based on the function, location etc. as, private
spaces, semi-private spaces, linking spaces and service
spaces.

A. Semi-Private ar eas:

InTraditional Indian Vernacular houses,living, dining and
thinnai spaces fall under the

semi-private category. In Indo-Portuguese Christian houses,
the spaces that fall under semi-private spaces are balcoes,
balconies, living, dining andpraying spaces too, as they
believe in communal prayer. In Indo-Portuguese Hindu
houses, only living and dining (Common dining space, D1)
spaces fall under the semi-private category. Pooja space is
considered as a private space, unlike the Christian praying
space. From the table, it is inferred that dining andliving
spaces have alow access level asthey are placed in the front
and have a low mean depth value, as they areeasly
accessible from all the spaces in the house. Hence, theyhave
high control value among all the spaces and in all the four
houses. This is because both the Indian and the Portuguese
had a custom of welcoming their guests, offer food and
entertain them in their house. The semi-private areas are
then connected to the private areas of the house, through
linking spaces.

B. Linking spaces:
Courtyards and Passages act as linking spaces in Traditional
Indian houses and in Indo-Portuguese Hindu houses.
in al

Courtyard spaces are usualy present Indian
Traditional houses, as they
help in modifying the climate

of India.
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In Indo-Portuguese Christian houses, only, passages act as
linking spaces.They connect the semi-private spaces with
the other semi-private spaces in the house and with the
private spaces in the house. Hence,passages havethe highest
control values of all spacesin al the samples.Courtyards are
positioned in the centre in Indo-Portuguese Hindu houses as
they follow introverted planning and link all the spaces with
one another. On the contrary in Indo-Portuguese Christian
Houses, courtyards are located at the periphery of the house,
as they like to be closely connected to nature. It is located
near the dining or the bedroom spaces to either facilitate
open dining or as patio space etc. Hence, courtyards also
have high control values in Indo-Portuguese Hindu houses.

C. Private areas:

Bedrooms, Kitchen, Pooja and even dining in certain cases
are considered as private spaces in Traditional Indian
houses. In Indo-Portuguese Hindu houses, al the above-
mentioned spaces are considered as private spaces. The
bedroom is the most private space in the house. On the
contrary, according to Western culture, guests areconsidered
important and hence the master bedrooms are placed next to
the guest bedrooms so that the inmates are able to take care
of them. In Indo-Portuguese Chrisitan houses, bedrooms
were not considered as private as that of Indian culture.
There is adoor, connecting the guest bedroom and the
master bedroom, which proves this
statement.Bedrooms,hence have low control valuesin Hindu
houses the Christian houses and the access levels and mean
depth values of Bedroom spaces are lower in Christian
houses than in Hindu houses.Pooja space is considered very
sacred and is restricted only to the inmates, relatives and
certain guests. They invite only the most important guests
for dining in Hindu houses and hence have low control
value and high mean depth. These spaces do not give access
to any other spaces in the house. The Christians follow a
system of communal prayer and hence the praying space is
located either in the hall or in the dining space itself. In
certain cases, the dining and the living spaces are located in
the same area with a partition in between. Hence, the
Praying space is not considered as private like in the case of
Hindu houses and has a low control value and high mean
depth. They do not have the least control value but fall next
to the service spaces. Almost all Indo-Portuguese Hindu
houses have two dining spaces — one where the Pooja space
is located and the other used for the consumption of non-
vegetarian food. Kitchen is considered as a private space in
both Indo-Portuguese Hindu and Christian houses, as they
used only by the women folks. They are hence located at the
rear end of the house and have high mean depth value. The
kitchen plays an important domain in the women’s zone,
connecting dining and backyard spaces and hence, also have
high control values.

D. Service Spaces:

The service spaces in Traditional Indian houses include
spaces like store, backyard etc. and remain the same in both
Indo-Portuguese Hindu and Indo-Portuguese Christian
houses. These spaces fall under the women’s domain and
under the servants and are hence positioned at the end of the
house. They have the lowest control value in the house, as
they havea specific function and are not connected to many
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spaces. The servants have a separate entrance to the house
but are not mandatory in Christian houses, unlike Hindu
houses. The access level and the Mean Depth MD, for these
spaces, are hence the highest of al spacesin the house.

X. CONCLUSION:

From the aboveanalysis, it is found that there are certain
parameters, which have led to a difference in the degree and
dominance of one culture over the other. The analysis
proves that religion is one of the major parameters in
creating a difference in the degree of their amalgamation.
The other underlying factors in creating this difference are
social status, occupation and mixed marriages. All these
factors are interconnected to one and another. One of the
most unique characters of Indo-Portuguese houses is the
presence of balcoes, which is a combination of both veranda
and thinnai spaces. The positioning of the main door
ensuring maximum privacy shows the essence of Indian
culture. Traditional Indian houses have large openings on
the first floor, for the women to view the street activities
while balconies are part of western houses. In Indo-

Portuguese, the presence of both balconies and large
openings on the first floor shows the amalgamation of both
the cultures. The courtyard is one of the magor space in
traditional Indian houses, as the entire activities take place
around it. In Indo-Portuguese houses, these spaces are used
differently.

Either they are placed near the dining or bedroom areas to
facilitate outdoor dining or act as patios, as these houses are
positioned in arow or as clusters. The spatial layout and the
organisation of both the Indo-Portuguese Christian and
Hindu houses are the same, but there is a difference in their
gpatial configuration. This is because the degree of privacy
for space varied with respect to Christians and Hindus. This
can be understood by the location and connectivity
between the guest bedroom and master bedroom in all the
samples. The role of women in the society in both the
cultures also plays a mgjor role in creating a difference in
the spatial configuration of Indo-Portuguese houses, as
women are given utmost privacy in Indian culture, that they
are secluded from the rest of the house unlike the
Portuguese culture, where women are given equal rights.
The ornamentations in the exterior are inspired by Islamic
architecture and Portuguese culture but are made by the
local artisans, using locally available materials and hence
have a mix of both cultures. Thus, certain aspects of either
Indian culture or Portuguese culture are either retained or
altered, resulting in the creation of a new architectural style.
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